
Supplier Phone Web Site Standard Models Turn-Key Trailer GMA Pallet Capacity Lumber Capacity Dry Kiln Charge Time Loading Door Size Fuel Cost/Pallet
Better Built Dry Kilns Inc. (859) 578-8240 www.betterbuiltdrykilns.com           3 Yes Yes 300-600 and up 15,000 bf Yes 3 Hours Forklift 19x10-1/2 6-8 Cents
BOLDesigns (828) 754-7001 www.thepallettreater.com           2 Yes No 300-Plus-600-Plus 10,000-20,000 bf Yes 1 Hour Forklift Full Front of Building 3 Cents
CATHILD Dry Kilns (819) 752-3757 www.cathild-inc.com Custom Design Yes No 1,000-8,000 20,000-300,000 bf Yes Under 2 Hours Cart, Forklift, Moving Kiln Custom Design Customer Specs
Converta Kiln Inc. (800) 949-5456 n/a           7 Yes No 300-1,800 4,200-25,200 bf Yes 2 Hours or Less Cart, Forklift Varies 5-38 Cents
Kiln-Direct.com (910) 259-9794 www.kiln-direct.com           8 Yes Yes 300-800 8,000-20,000 bf Yes 1.5-2 Hours Forklift 11x14 or 27 2-10 Cents
Koetter Dry Kiln (812) 923-0635 www.koetterkiln.com           6 Yes Yes 132-1,850 5,100-42,000 bf Yes 3.5 Hours Forklift 17x8 and larger 12-25 Cents
Marshall & Henderson (662) 547-6228 www.heat-treated.com           2 Yes Yes 152-572 8,000-10,000 bf Yes 1.25-2 Hours Forklift 98x107 5 Cents
Nyle Corp. (207) 989-4335 www.nyle.com          10 Yes Yes 0-2,000 500-300,00 bf Yes 1.5-24 Hours Cart, Forklift 19x10-1/2 and Custom 5-20 Cents
Pest-Heat (877) 234-5630 www.pestheat.com          1 Yes Yes 280-300 N/A No 3-4 Hours Forklift 106x97 10-30 Cents
SII Dry Kilns (800) 545-6379 www.siidrykilns.com          2 Yes No 600, Custom 10,000-Plus bf Yes 2-3 Hours Forklift 13-1/2x10 10-20 Cents
Temp-Air (800) 836-7432 www.thermal-remediation.com          2 No Yes 400-500 N/A Yes 3-5 Hours Cart, Forklift Trailer, Container Door Contact Supplier

Supplier Heating Method Heat Output Fuel Insulation R-Value Interior Construction Construction Services No. of Units Mobile
Better Built Dry Kilns Inc. Indirect fired stainless steel heat exchangers 800,000-1.6 million BTU Natural Gas, Propane, Steam Coils R-23 Stainless Steel           Yes 75 Yes
BOLDesigns Direct fire 750,000-2.5 million BTU Natural Gas, Liquid Propane R-22 Aluminum           Yes 60-Plus No
CATHILD Dry Kilns MGTT, low pressure steam, high pressure steam, hot water Custom Design Natural Gas, Propane, Wood Waste R-32 Aluminum, Stainless Steel           Yes 500 No
Converta Kiln Inc. Direct fire or steam Varies Natural Gas, Propane, Steam R-24 Aluminum           Yes 47 No
Kiln-Direct.com Direct or indirect gas and hot water system Up to 3.7 million BTU Natural Gas, Liquid Propane, Wood Waste R-30-R-40 Aluminum, Stainless Steel Yes; Units Already Assembled 300 Yes
Koetter Dry Kiln Hot water 128,000-503,000 BTU Oil, Natural Gas, Propen, Wood Waste R-26-R-34 Aluminum, Stainless Steel           Yes 50-Plus No
Marshall & Henderson Direct fire recirculating 1.5 million BTU Natural Gas, Propane Aluminum, Stainless Steel           Yes 70 Yes
Nyle Corp. Indirect fire gas, steam, hot water 200,000-5 million BTU Electric, Heat Pump, LP Gas, Natural Gas, Wood Boiler Exceeds R-24 Aluminum, Stainless Steel           Yes 60 Yes
Pest-Heat Contact supplier 50,000-2 million BTU Natural Gas, Propane R-12 Plywood           Yes 100-Plus No
SII Dry Kilns Direct fire, indirect fire 1.6-2.2 million BTU Natural Gas, Propane R-22-R-25 Aluminum, Stainless Steel           Yes 45 No
Temp-Air Direct fire, recirculating heat technology 400,000-800,000 BTU Natural Gas, Propane N/A Corrugated Steel, Freezer Panel,           No 250 No
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Supplier Features Options
All aluminum and stainless steel materials, indirect fired heating in the form of stainless steel heat exchangers, computer controls, four 30-inch hp circulation
fans; supplies roof-mounted unit for container and rear-mounted unit for existing building.
Lap-top computer, simple push-button operation, complete side opens for easy access, aluminum construction with stainless steel fasteners, motors located
outside, mineral wool insulation.
Patented Moist Gas Therman Transfer® system heats pallets by direct contact with flue gases from natural gas or propane; controlled addition of water vapor
costs less than boiler system, saves energy, reduces cycle time, prevents cracking.
All-aluminum construction for long-lasting equipment.
Fully automatic controls, 6 wood temperature sensors, high capacity air circulation with up to 18 hp fans, power venting after treatment with up to 4 hp fans,
auto shut-down, wireless connection to office, computerized recording.
Constructed with 4-1/2 to 8-inch thick SIP panels, all-aluminum interior, powered exhaust for venting, low hp circulating fans, wide doors fo reasy access, high
hp hot water heating coils, floor heat, set-and-forget controls, PLC paperless chart recorder, four thermocouple inputs.
Units are self-contained and can be loaded with forklift, stainless steel and aluminum construction, units easily moved, graph or analog recorder, easy to
operate.
Computer controls, no license fees, no specialized components, no direct fire.
Direct forklift loading, on-site training and set-up in 1-2 days, high efficiency modulating heating system
High quality building construction, PT600 series designed for standard pallets, HT series designed for standard and larger pallets, automated controls so
system will shut down after core temperature is achieved, various control options include heat treat and kiln drying.
New P800HTR system continuously recycles heated air, LCD touch-screen operation with automatic shut-off, on-board printer and USB data port, redundant
sensor system, intergrated solution.

Upgrade to 1.6 million BTU in all units, change control system to include lumber drying software, expand or
reduce building dimensions, upgrade to full installation from a supervisor only.
Dual controls for heat-treating or kiln-drying, automated venting of excess moisture at end of cycle, touch-screen
control panel.

Kiln controls, power vents, pallet carts, foundations.
Stainless steel interior sheeting, double power venting, chart recorder, wood waste fueled with hot water or
steam, indirect gas heating, spray mist system, hydraulics, high-efficiency side-loaded kiln, leasing available.
Electric winch door opening systems for larger chambers, choice in type of boiler fuel, boiler connection kits and
control rooms added to back of chamber.
Length (48 or 53 feet), fuel (natural gas or propane), 240 or 480 electricity or hydraulic fan drive, non-computer
controls.
Packaged unit with or without chambers, components for custom chambers, flexible sizes.
Optional 600,000 Btu/hr. burner, SpeedLoading Cars can be custom made for individual product dimensions
Direct or indirect fired heating systems, installation included or can be installed by owner, aluminum with stainless
steel roof or all aluminum construction.
CH-400PL is low cost solution, suitable for warmer climates and lower production volumes; available as do-it-
yourself kit.


